SHUT-OFF VALVE #1

REMOVABLE INSULATED
ENCLOSURE MEETING ASSE
1060 SPECIFICATIONS.
ENCLOSURE TQ INCLUDE
ORAIN PORT(S}

SLOPE GROUND
AWAY FROM

1 REDUCED PRESSURE
PRINCIPLE ASSEMBLY

SHUT-OFF VALVE #2

CHECK VALVE #2

CHECK VALVE #1

T T T

TYPE K OR L COPPER TUBING
PIPE QR GALVANIZED STEEL
PIPE FOR MIN, OF §' ON EACH
END OF THE ASSEMBLY.
SEENOTE #2

COCK#

12° MIN.
307 MAX

SLEEVE REQUIRED
{TYP.}

SUPPORT AS
REQUIRED BY
DESIGNER

MIN. 4" THICK
CONCRETE
Pal REQUIRED

NOTES:

BACKFLOW PREVENTION ASSEMBLIES (BPA’s) SHALL CONFORM TO
SPECIFICATIONS, SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BFA AND NO SUBSTITUTIONS GF SHUT-OFF VALVES ARE PERMITTED,

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED N
STANDARDS & SPECIFICATIONS.

INSULATED ENCLOSURE SHALL BE AS $PECIFIED IN ENCLOSURE
INFORMATION - HEATED INSULATED ENCLOSURE IS RECOMMENDED.
NG INSULATION SHALL BE WRAPPED ARQUND BPA.

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL AND MUST BE
QUTSIDE OF ZONING SET-BACK.
THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT, GONNECTION PQINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER,

REQUIRED BPA
ABOVE GROUND
ZONING
wm._.wbnxl/
SEE
PROPERTY NOTE #4 8 5
LINE
METER
puLc —— z
WATER
MAIN 9
Q
(4

TYPICAL LOCATION REQUIREMENT
FOR ABOVE GROUND INSTALLATION

N.T.S.

NO SCALE

STANDARD NO.
1

VERSIN W), VARAKIN QATE

2-13-15

11

REDUCED PRESSURE PRINCIPLE
ASSEMBLY (RP) 1 1/2" & 2" ABOVE GROUND

Town 3f Oriental

STANDARD DETAILS

BACKFLOW PREVENTION




REDUCED PRESSURE PRINCIPLE ASSEMBLY

SHUT-OFF VALVE #1 — SHUT-OFF VALVE #2
SEE NOTE #2 I/ SEENCTE w2

N T T 1T 7

CHECK VALVE #1
_ CHECK VALVE #2 _

TEST CoCKw1

RESTRAINED JOINT
SEE NOTE #3
SUPPORTS
REMOVABLE INSULATED SEE NOTE 4
ENCLOSURE MEETING ASSE :
1060 SPECIFICATIONS.
ENCLOSURE TO INCLUDE _
I G ety
NREMENT. P
_ ¥ ¥ _ TUBING FOR MIN, OF &
supPoRTS—— | __ | ON EACH END OF ASSEMBLY.
SEE NOTE #a e Jzaan. wmcm_._.mm_.<>_.<m SEE NOTE #3
SLOPE GROUND " )
ShoEg o [ P M W ) =
U / __ =0 TSN
LOWEST POINT OR =
RELIEF VALVE OUTLET

SLEEVE REQUIRED
TYp,)
SUPPORT, FAD ANO
CONCRETE FOOTINGS AS
REGUIRED BY SYSTEM DESIGNER

RESTRAINED JOINT MIN. 4= THICK
SEE NCTE 83 CONCRETE PAD
REQUIRED

NOTES:

BACKFLOW PREVENTION ASSEMBLIES (BPA's) SHALL CONFORM TO _MJ
SPECIFICATIONS. SHUT-QFF VALVES ARE SPEGIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED,

FIRE LINE SERVICES SHALL HAVE QUTSIDE STEM AND YOKE (OS & Y)
HANDWHEEL OPERATQRS. IF SERVING FIRE SPRINKLERS, TAMPER
SWITCHES ARE REQUIRED.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS SPECIFICATION. ALL JOINTS SHALL BE RESTRAINED WITH
MEGALUG RESTRAINTS OR APPRGVED EQUAL

SUPPORT OF ASSEMBLY SHALL BE DESIGNED BY GWNER, 8" - 12* SHALL
BE SUPPORTED AT EAGH VALVE AND SHALL NOT BLOCK RELIEF VALVE
ON DRAIN PORT.

INSULATED ENCLOSURE SHALL BE AS SPEGIFIED IN ENCLOSURE
INFORMATION - HEATED INSULATED ENCLOSURE ARE REQUIRED FOR
FIRE LINE SERVICES. NO INSULATION SHALL BE WRAPPED ARQUND BPA,

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL AND MUST BE
QUTSIDE OF ZONING SET-BACK. )

THERE SHALL BE NQ TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION PQINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER,

EACH RECUIRED BFA IS REQUIRED TO BE TESTED BY A
APPROVED CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING .
REQUIREMENTS, REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSFECTOR.

ZONING REQUIRED BPA,
mm:w»ox|/| ABOVE GROUND
SEE
PROPERTY NOTE #6 & #7
LINE
J METER
PUBLIC ——— w
WATER
MAIN 2
o
o

TYPICAL LOCATION REQUIREMENT
FOR ABOVE GROUND INSTALLATION

N.T.S.

NO SCALE

STANDARD NO.

o)

WERAI KO,

VERLON DATE

1.

REDUCED PRESSURE PRINCIPLE
ASSEMBLY (RP) 2 1/2" - 12" ABOVE GROUND

Town of Oriental

STANDARD DETAILS
BACHKFLOW PREVENTION




SHUT OFF I uocmmeﬂvm_.h__w._u.ﬂ<>_.<m |
VALVE #1
CHECK VALVE #1
TEST COCK 1 GHECK VALVE #2
r SHUT oﬂ_
REMOVABLE INSULATED '.l_ VALVE ¥2 _
ENCLOSURE MEETING ASSE
1060 SPECIFICATIONS.
ENGLOSURE TG INGLUDE _ _
DRAIN PCRTIS)
TYPE K OR L COPPER TUBING
ﬁ PIPE OR GALVANIZED STEEL
|\ PIPE FOR MIN, OF 5 ON EACH
STRAINER _ _ END OF ASSEMBLY.,
RECOMMENDED SEE NOTE #2
SLOPE GROUND _ SLEEVE REQUIRED (TYP.)
AWAY FROM
COVER (TYP.)

N —

MIN. 4= THICK
QONCR
SUPPCRT AS .M.JU WmM."‘._mDm_u
REQUIRED BY
DESIGNER

NOTES:

BACKFLOW PREVENTION ASSEMBLIES {BPA's) SHALL CONFORM TO
SPECIFICATIONS. SHUT-OFF VALVES ARE SPECIFIC TQ EAGCH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS & SPECIFICATIONS.

INSULATED ENCLOSURE SHALL BE AS SPECIFIED IN
ENCLOSURE INFORMATION - HEATED INSULATED ENGLOSURE
1S RECOMMENDED, NG INSULATION SHALL BE WRAPPED AROUND BFA.

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL AND MUST BE
OUTSIDE OF ZONING SET-BACK,
THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TQ THE
SLIPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER.

EACH REQUIRED BPA 1S REQUIRED TC BE TESTED BY A
CERTIFIED TESTER PRIOR TG PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS, REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

REQUIRED BPA
ABOVE GROUND
ZONING
SETBACK
SEE
PROPERTY NOTE #4 & 45
LINE |/

PUBLKC — W
WATER
MAIN
g
o

TYPICAL LOCATION REQUIREMENT
FOR ABOVE GROUND INSTALLATION

N.T.S.

NO SCALE

STANDARD NO,

VERSIOH DATE

2-13.]

WEASION ROl

DOUBLE CHECK VALVE ASSEMBLY

(DC) 1 1/2" & 2" ABOVE GROUND

Town of Oriental

STANDARD DETAILS

BACKFLOW PREVENTION




SHUT-OFF VALVE #1
SEE NOTE #2 I/

- — -

TEST COCK#

RESTRAINED JOINT
SEENOTEW3

REMOVABLE INSULATED
ENCLOSURE MEETING ASSE
1060 SPECIFICATIONS,
ENCLOSURE TQ INCLUDE
DRAIN PORT(S} PER CMU

DOUBLE CHECK VALVE ASSEMBLY

REQUIREMENT. _ -

SLOPE GROUND
AWAY FROM
COVER

CHECK VALVE #1
CHECK VALVE #2

/— SHUT-OFF VALVE #2
SEE NOTE %2

- TYPE K OR L GOPPER
_ TUBING FOR MIN, OF 5

SEE NOTE#3

i

TYP)

RESTRAINED JOINT

SEE NOTE #3

SUPPORT, PAD AND
CONCRETE FOOTINGS AS
REQUIRED BY SYSTEM DESIGNER

=l ==11=]IF

Fovi—T b —

MIN. 4" THICK
CONCRETE PAD
REQUIRED

ON EACH END OF ASSEMBLY.

NOTES:

BACKFLOW PREVENTION ASSEMBLIES {BPA's) SHALL GONFORM TO
SPECIFICATIONS. SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED,

FIRE LINE SERVICES SHALL HAVE QUTSIDE STEM AND YOKE (OS & Y}
HANDWHEEL OPERATORS, IF SERVING FIRE SPRINKLERS, TAMPER
SWITCHES ARE REQUIRED.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS SPECIFICATION. ALL JOINTS SHALL BE RESTRAINED WITH
MEGALUG RESTRAINTS OR APPROVED EQUAL.

SUPPORT OF ASSEMBLY SHALL BE DESIGNED BY OWNER, 8" - 127
SHALL BE SUPPORTED AT EACH VALVE.

INSULATED ENGCLOSURE SHALL BE AS SPECIFIED INC  ENGCLOSURE
INFORMATION - HEATED INSULATED ENCLOSURE ARE REQUIRED FOR
FIRE LINE SERVICES. NO INSULATION SHALL BE WRAPPED AROUND BPA.

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL AND MUST BE
QUTSIDE OF ZONING SET-BACK.

THERE $HALL BE NG TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER - USING APPURTENANGES CONNEGTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER.

EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A
CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE,

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
- REQUIREMENTS, REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

ZONING REGQIUIRED BPA
m_"n_.w.pox|/1 . ABOVE GROUND
SEE
PROPERTY NOTE #6 & #7
LINE |/
METER
PUBLIC —— z
WATER
MAIN a
G
i4

TYPICAL LOCATION REQUIREMENT
FOR ABOVE GROUND INSTALLATION

N.T.S.

NO SCALE
STANDARD N,

o

DOUBLE CHECK VALVE ASSEMBLY (DC)
2 1/2"- 12" ABOVE GROUND

Town of Oriental
STANDARD DETAILS
BACKFLOW PREVENTION




SLEEVE REQUIRED I\

P,

SHUT-OFF
VALVE #2

TEST COCKwW1

STRAINER
RECOMMENDED'

DOUBLE CHECK VALVE

ASSEMBLY

f

MIN, 4~ THICK

#67 WASHED STONE
OR VAULT BOTTOM

SUPPORT AS REQUIRED

BY DESIGNER

ELEVATION VIEW

CHECK
VALVE #1

FINISHED GRADE TOBE .
SLOPED AWAY FROM COVER

FLOW—— M

47 MIN,

—SEE
NOTE#3

2" MIN. DIA. DRAIN BY GRAVITY TO

/ TYPE K OR L COPPER TUBING

ATMOSPHERE AS REQUIRED BY
SPECIFICATIONS. SEE NCTE #4

TEST COCK#1 —\

SEE
NOTE #§

I

8 MiN. DQUBLE CHECK VALVE

ASSEMBLY

PIPE, 1" MIN. GALVANIZED STEEL
FIPE OR SCH. 40 PVC PIPE WITH
SCH. 80 PYC FITTINGS.

SEE NOTE #2

SHUT-OFF
\l VALVE #2
i}

MI_F._qumm [~
VALVE #1 8" MIN. CHECK 2" MIN, DRAIN
i VALVE #1 TO ATMOSPHERE F-=
PLAN VIEW
CATCH BASIN
CRAIN FROM
BACKFLOW VAUL ITH GRATE

e ———

STORM PIPE

DRAIN ALTERNATIVE:

TOP OF
DISCHARGING
STCRM PIPE

TIE INTC CATCH BASIN OR STORMWATER MANKOQLE PER DETAIL
SHOWN ABQVE, NQ TIE IN TG STORMWATER PIPE WILL EE ACCEPTED.

NOTES:

BACKFLOW PREVENTION ASSEMBLIES (BPA's) SHALL CONFORM TQ
SPECIFICATIONS. SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED,

PIPE MATERIAL AND FITEINGS SHALL BE AS SPECIFIED IN
STANDARDS 8 SPECIFICATIONS.

VAULT, DOORS OR COVERS AND SUPPORT OF ASSEMBLY SHALL
BE DESIGNED BY OWNER AND AS REQUIRED.

DRAIN INLET MAY BE PROVIDED AS SHOWN OR AS FLOOR DRAIN.
ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL

THERE SHALL BE NQ TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION PQINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER

EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A
CERTIFIED TESTER PRICR TQ PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS. REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

ZONING ORAIN
SETBACK
/
_— |
REQUIRED BPA
PROPERTY: BELOW GROUND,
LINE SEE NOTE #5 & #6
METER
PUBLIC——" 2
WATER H
MAIN
3
e

TYPICAL LOCATION RECUIREMENT
FOR BELOW GROUND INSTALLATION

N.T.S.

NO SCALE
STANDARD NO.

WERSON MO,

VERRION OATE.

2

1.4

DOUBLE CHECK VALVE ASSEMBLY
(DC) 3/4" & 1" BELOW GROUND VAULT

Town of Oriental

STANDARD DETAILS
BACHKFLOW PREVENTION




COVER

SEE NOTE#3 |/

FINISHED GRADE TO BE
SLOPED AWAY FROM COVER

CHECK
VALVE #1

TEST COCK #1

DOUBLE CHECK VALVE

SHUT-OFF
\l VALVE #2

STRAINER
RECOMENDED

.\ 4 M, &
SLEEVE REQUIRED

ASSEMBLY

FLOW—=— m

4" MIN. / TYPE K OR L COPPER TUBING

OR 1" MIN. GALVANIZED STEEL
PIPE FOR MIN. OF 5 ON

T
{
CHECK "
I

YRy TR 12'MIN,  VALVE#2 | EACH END OF ASSEMBLY.
30" MAX. s [ SEE NCTE #2
NOT
\ b i
IY 2 MIN, DIA. DRAIN BY GRAVITY TO

SUPPORT AS ATMOSPHERE AS REQUIRED BY

REQUIRED BY SPECIFIGATIONS, SEE NOTE#5

DESIGNER

ELEVATION VIEW
TEST COCK #1

NOTES:

BACKFLOW PREVENTICN ASSEMBLIES (BPA's} SHALL GONFORM TQ
SPECIFICATICNS. SHUT-QFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NG SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED,
REFER TQ APPROVED LIST OF BPA's.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS & SPECIFICATIONS.

VAULT, DOORS OR COVERS AND SUPPORT OF ASSEMBLY SHALL
BE DESIGNED BY OWNER AND AS REQUIRED,

DRAIN INLET MAY BE PROVIDED AS SHOWN OR AS FLOOR DRAIN.

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL.
THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER - USING APPURTENANCES CONNEGTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS
REQUIRED BACKFLOW PREVENTER,
EACH REQUIRED BPA IS REQUIREL TO BE TESTED BY A
CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS, REQUIRE PRIOR APPRQVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

SHUT-GFF
SEE _
NOTE \l VALVE #2
Pl )
- i FLOW— m
SHUT-OFF :
VALYE 1 ! ._ 4" MIN.
OVER N ceeck 2* MIN, DRAIN ——omert . §
! VALVE 1 TO ATMOSPHERE
PLAN VIEW
CATCH BASIN
DRAIN FROM
BACKFLOW VAULT WITH GRATE
ToP OF
—T— DISCHARGING
{ V M PIPE
STORM PIPE STOR

DRAIN ALTERNATIVE:

TIE INTO CATCH BASIN OR STORMWATER MANHOLE PER DETAIL
SHOWN ABOVE. NO TIE IN TO STORMWATER PIPE WILL BE ACCERTED.

20NING
m_ﬂm>nxl/

REQUIRED EPA

PROPERTY BELOW GROUND.
LINE SEE NOTE #5 & #6
METER
PUBLIC ——" z
WATER
MAIN =
O
x|

TYPICAL LOCATION REQUIREMENT
FCOR BELOW GROUND INSTALLATION

N.T.S.

NO SCALE

ETANDARD NO.

VERAEW NG,

VEREION DATE

1.1

DOUBLE CHECK VALVE ASSEMBLY (DC)

11/ 2" & 2" BELOW GROUND VAULT

Town of Oriental
STANDARD DETAILS
BACKFLOW PREVENTION




4%, 55" OR 46"

DOUBLE LEAF STEEL OR ALUMINUM
DQORS HINGED AND LOCKABLE
SEENQTE#8 =

SLOPED AWAY FROM COVER
FINISHED GRADE TQ 8E

DOUBLE CHECK VALVE ASSEMBLY

CHEGK VALVE #1 i

CHECK VALVE #2 T —— SHUT-OFFVALVE
SEE NOTE #2

b

%

- % o) FLOW |w/
B BUCTILE IRON PIPE OR

), Ny 4 TYPE K OR L COPPER
.\ LOWEST POINT - TUBING FOR MIN, OF 5
SLEEVE REQUIRED N ON EACH END OF ASSEMBLY,

ey = 7

_. / \ - SEENQTE #4

TEST COCK#1 -/

SHUT-OFF VALVE 1

SEE NOTE #2

12" MIN. é
307 MAXC SEE 4" MIN, DA DRAIN BY GRAVITY TO
ATMOSPHERE AS REQUIRED BY
SPECIFICATIONS. SEE NOTE #7

ELEVATION VIEW

CHECK I

" MIN. | £ MIN.
||||_ VALVE #1 6" MIN. _|I|
e — — — T 1
(= i odr ¥

!
|4
|
|

SHUT-OFF
TEST COGK #1 VALVE #2
\ 24 MIN, |
e e T J -
4 DI DRAIN To——I T
COVER ATMOSPHERE
PUAN VIEW
CATCH BASIN
DRAIN FROM WITH GRATE
BACKFLOW VAULT
TGP OF
. DISCHARGING
STORM PIFE
——— O
DRAIN ALTERNATIVE:

TIE INTO PRIVATE CATCH BASIN OR PRIVATE STORMWATER MANHOLE PER
RETAIL SHOWN ABOVE. NO TIE IN TO STORMWATER MIPE OR PUBLIC CATZH
BASIN / MANHOLE WILL BE ACCEPTED.

10.

1.

NOTES:

BACKFLOW PREVENTION ASSEMBLIES [BPA's) SHALL CONFQRM TO
SPECIFICATIONS. SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED.
REFER TO CMU APPROVED LIST OF BPA's.

FIRE LINE SERVICES SHALL HAVE OUTSIDE STEM AND YOKE (OS5 & Y)
HANDWHEEL OPERATORS. IF SERVING FIRE SPRINKLERS, TAMPER
SWITCHES ARE REQUIRED.

ASSEMBLIES SHALL BE INSTALLED UPRIGHT AND IN THE HORIZQNTAL
PQSITION.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS & SPECIFICATIONS.

VAULT AND SUPPORT-OF ASSEMBLY SHALL BE DESIGNED BY GWNER,
" - 12" SHALL BE SUPPORTED AT ZACH VALVE.

ACCESS DOCRS SHALL BE AS SPECIFIED IN WATER DETAILS #23, 25.
OR 28 OR APPRCVED EQUAL.

DRAINAGE INLET MAY BE PRGVIDED AS SHOWN OR AS FLOCR DRAIN,
ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL.

THERE SHALL BE NG TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS. FIRE DEPT. CONNECTION POINTE, OR
QTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER.

EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A
APPRCVED CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS. REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

ZONING
SETBACK
N |
REQUIRED
BPA BELOW GRND,
PROPERTY SEE NOTE #8 & #9
LINE
METER

WATER
MAIN

puaLG —— 3
2

L=}
14

TYPICAL LOCATION REQUIREMENT
FOR BELOW GROUND INSTALLATION

N.T.S.

NO SCALE
ETANDARD NO.
7

VERSKIN b, VERIICN CATE

1.2 3-11.15

DOUBLE CHECK VALVE ASSEMBLY (DC)

21/ 2" - 12" BELOW GROUND VAULT

Town of Orienlal

STANDARD DETAILS
BACKFLOW PREVENTION




SHUT-OFF VALVE #1

REDUCED PRESSURE
PRINCIPLE ASSEMBLY

TEST COCK#1
SHUT-OFF VALVE i2

[ OUTSIDE WALL

b

SLEEVE PER NC
BLDG. CODE (TYF.)

PIPE FOR MIN, OF 5 N
A - | L owest EACH END OF ASSEMBLY.
| | Pomr SEE NOTE #a
| omreLEr
VALVE
_ QUTLET
| |
I SEE NOTE #6 _ /
/ ‘ |
N1 FLOOR R N

}
—
11 N SEE NOTE #5
L DRAIN BY GRAVITY
SEE TABLE IN SPECIFICATIONS

FOR MINIMUM DRAIN SIZES FOR
RP INDOOR INSTALLATICNS.
SEE NOTE #7

ELEVATION VIEW

WALL

SHUT-OFF

47 MIN. VALVE #2

TEST COCK#1
CHECK
VALVE #1
SHUT-OFF CLEAR SPACE
VALVE #1 —I

DRAIN

OUTSIDE WALL

PLAN VIEW

TYPE K OR L COPPER TUBING
OR 1" MIN. GALVANIZED STEEL

[

NOTES:

INDOOR INSTALLATION SHALL ONLY BE PERMITTED IN CASES
WHERE ADEQUATE SPACE FOR THE BACKFLOW PREVENTION
ASSEMBLY IS NOT AVAILABLE QUTSIDE.

BACKFLOW PREVENTION ASSEMBLIES {BPA's) SHALL CONFORM TO
SPECIFICATICNS. SHUT-CFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NG SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED.

ASSEMELIES SHALL BE INSTALLED UPRIGHT AND IN THE HORIZONTAL
POSITION.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS & SPECIFICATIONS.

SUPPORT FOR ASSEMDLY SHALL BE DESIGNED BY OWNER AS REQUIRED,

AN AIR GAP DRAIN IS RECOMIMENDED TO REDUCE SPLASHING OF MINOR
DISCHARGES FROM THE RELIEF VALVE DRAIN PORT.

INDOOR INSTALLATION QF RP"S SHOULD PROVIGE FOR DRAINAGE
CAPABLE OF HANDLING IN EXCESS OF THE MAXIMUM DISCHARGE RATE
EXPECTED BY THE BACKFLOW ASSEMBLY MANUFACTURER.
ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL
THERE SHALL BE NC TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER. - USING APPURTENANCES CONNECTED TQ THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS
REQUIRED BACKFLOW PREVENTER.
EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A
CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLCW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS, REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

EXTERICR REQUIRED BPA
BUSLDING WALL INSIDE

LAl Al 777 rr 7 A

ZONING I\

SETBACK

_uwo_umm.:l“ METER

LINE

SEENOTE#8 &#0

W ( PUBLIC WATER
MAIN

ROAD

TYPICAL LOCATION REQUIREMENT
FOR INSIDE INSTALLATION
N.T.5.

NC SCALE

STANODARD MO,

WERSION ML VARSI DATE

1.4 2-13-15

REDUCED PRESSURE PRINCIPLE

ASSEMBLY (RP) 3/4" - 2" INDOOR

Town of Oriental

STANDARD DETAILS
BACKFLOW PREVENTION




SHUT-OFF VALVE #1

- 4

REDUCED PRESSURE PRINCIPLE ASSEMBLY 1 §" CLEAR QF
SEE NOTE #2 oBSTRUCTIONS
TEST COCK ™ CHECK VALVE #2
" CHECK VALVE #1 SHUT-OFF VALVE #2
m SEE NOTE #3
SLEEVE PERNC 5
BLDG. CODE (TYR.) S
5
d 5
A a
Fd
== — \nm 0™ pucriLe mon preE or
mED a TYPE K QR L COPPER
B la-ale TUBING FGR MIN, OF &
el | SRR ON EAGH END OF ASSEMBLY.
. —_ w_m.,..ﬂ,__.mm_uﬂ,._?,\m SEE NOTE#5
) 1
DRAIN SEENOTEM? TN\
SLEEVE PER NG ——,__| {
BLDS. COOE (TYP) et FLOOR ///..
I
i 12 MIN \— LOWEST POINT OR
. e d RELIEF VALVE OUTLET SEE NOTE #5
SEE TABLE [N SPECIFICATIONS
EGR MINIMUM ORAIN SIZES FCR
RP INDOOR INSTALLATIONS
SEE NOTE #8
ELEVATION VIEW
WALL
CHECK f

VALVE #1

-
S
SHUT-OFF SHUT-OFF
a| vavem VALVE #2
e
5
Q
REOUCED PRESSURE PRINCIPLE ASSEMBLY
TEST COCK 31

PLAN VIEW

i2.

NOTES:

INDOOR INSTALLATION SHALL ONLY BE PERMITTED IN CASES WHERE
ADEQUATE SPACE FOR THE BACKFLOW PREVENTION ASSEMBLY IS NOT
AVAILABLE OUTSIDE.

BACKFLOW PREVENTION ASSEMBLIES (EBPA’s) SHALL CONFORM TO
SPECIFICATIONS. SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-GFF VALVES ARE PERMITTED.
REFER TO APPROVED LIST OF BPA's.

FIRE LINE INSTALLATIONS SHALL HAVE QUTSIDE STEM AND YOKE
(©S&Y) HANDWHEEL GPERATORS. IF SERVING FIRE SPRINKLERS,
TAMPER SWITCHES ARE REQUIRED.

ASSEMBLIES SHALL BE INSTALLED UPRIGHT AND IN THE HORIZONTAL
POSITION.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN C
STANDARDS & SPECIFICATIONS.

SUPPORT FOR ASSEMBLY SHALL BE DESIGNED BY OWNER, 8"-12"
SHALL BE SUPPORTED AT EACH VALVE AND SHALL NOT BLOCK RELIEF
VALVE ON DRAIN PORT.

AN AIR GAP DRAIN IS RECOMMENDED TO REDUCE SPLASHING OF MINGR
DISCHARGES FROM THE RELIEF VALVE DRAIN PORT.

INDOOR INSTALLATION OF RP'S SHQULD PROVIDE FOR DRAINAGE
CAPABLE OF HANDLING IN EXCESS OF THE MAXIMUM DISCHARGE RATE
EXPECTED BY THE BACKFLOW ASSEMBLY MANUFACTURER.
ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL.
THERE SHALL BE NQ TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS
BACKFLOW PREVENTER.

EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A

CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE,

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS. REQUIRE PRIOR APPROVAL

FROM THE APPRQPRIATE

BACKFLOW INSPECTCR.

EXTERIOR REQUIRED BPA
BUILDING WALL ™\ INSIDE

A A 7”7 L

ZONING \

SEENOTE#9 &#10

SETBACK
_uzo_um_"ﬁTH METER
LINE <
3 PUBLIC WATER
MAIN

ROAD

TYPIGAL LOCATION REQUIREMENT
FOR INSIDE INSTALLATION
N.T.S.

NO SCALE
STANDARD NO-.
9

WERAION HO. VERSICN DATE

1.2

REDUCED PRESSURE PRINCIPLE

ASSEMBLY (RP) 2 1/ 2" - 12" INDOOR

Town of Orlenlal

STANDARD DETAILS

BACKFLOW PREVENTION




QUTSIOE WALL

SHUT-OFF
VALVE #1

DOUBLE CHECK VALVE

SHUT-OFF

TEST COCKm VALVE #2

CHECK

STRAINER VALVE #1

RECOMMENDED

b

SLEEVE PERNC
BLDG. CCDE (TYP)

AN

SEE NOTE#5

TYPEX OR L COPPER TUBING
QR 1™ MIN. GALVANIZED STEEL
PIPE FOR MIN. OF 5 ON

EACH END OF ASSEMBLY.

SEE NOTE #4

T FLGOR

|
{
I & \ DRAIN RECOMENDED

ELEVATION VIEW

WALL

DOUBLE ﬂ:mn_,a\ VALVE SHUT-OFF

4% MIN, 1 VALVE #2

OUTSIDE WALL

FLOW—

TEST COCK #1 r—

SHUT-OFF
VALVE #1

CHECK

247 MIN VALVE #1

CLEAR SPACE
_ DRAIN RECOMENDED

PLAN VIEW

NOTES:

INDOOR INSTALLATION SHALL ONLY BE PERMITTED IN CASES
WHERE ADEQUATE SPACE FOR THE BACKFLOW PREVENTION
ASSEMBLY IS NOT AVAILABLE OUTSIDE, € WALL REVIEW
ON A CASE BY CASE BASIS.

BACKFLOW PREVENTION ASSEMBLIES (BPA'S) SHALL GONFORM TO
SPECIFICATIONS. SHUT-QFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED.
REFER TQ APPROVED LIST OF BPA's.

ASSEMBLIES SHALL BE INSTALLED UPRIGHT AND IN THE HORIZONTAL
POSITION.

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN ¢
STANDARDS & SPECIFICATIONS.

SUPPORT FOR ASSEMBLY SHALL BE DESIGNED BY QWNER AS REQUIRED.
ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL.

THERE SHALL BE NO TAPS. PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS. OR
OTHER WATER ~ USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLGW PREVENTER.

EACH CMU-REQUIRED BRA IS REQUIRED TO BE TESTED BY A
CERTIFIED TESTER PRICR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL EACKFLOW PPEVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS, REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

EXTERIOR REQUIRED BPA
BUILDING WALL ™\ INSIDE

TP 77 AV A

ZONING l\ - E

SETBACK

_u_NOnmm.?IM. I—] _sm._.m_M
H

SEENCTE#6 &47

LINE /l
PUBLIC WATER
Q MAIN

=]
o

TYPICAL LOCATION REQUIREMENT
FOR INSIDE INSTALLATION
N.T.S.

NO SCALE
STANDARD NO1

DOUBLE CHECK VALVE ASSEMBLY (DC)

3/4" - 2" INDOOR

Town of Oriental

STANDARD DETAILS

BACKFLOW PREVENTION




-

6" CLEAR OF
SHUT-OFF VALVE #1 | DOUBLE CHECK VALVE ASSEMBLY | OBSTRUCTIONS
SEE NOTE #3
CHECK VALVE #2
o CHECK VALVE #1
SLEEVE PER NG w SHUT-OFF VALVE #2
BLEG. CODE (T¥P) | | SEE NOTE #3
&
5
O
= N NS
y’ ; 7 | @ = @
foed—t I DUCTILE IRON PIFE AR
o __L,\ lll_u_.ozmm,_. POINT TYPE K OR L COPRER
olo-ale, 12 MIN TUBING FOR MIN, OF 5
P B Rl i B0° MAX. T ON EACH END OF ASSEMBLY.
y — ! N SEE NOTE #5

1

]

1
mrmm<m_umwznll\ ey i W

BLDG. CODE (TYP.)

A ] FLOGR T FLOOR _ N,
T y L DRAIN RECOMENDED - SEE NOTE 45
TEST cocKk a1
ELEVATION VIEW
WWALL
CHECK !

-
[
s}

SHUT-OFF —/|
VALVE #1

QUTSIDE WALL

VALVE #1

CLEAR SPACE

SHUT-OFF
VALVE #2

VALVE #2
_ DRAIN RECOMMENDED

DOUBLE CHECK VALVE ASSEMBLY

TEST COCK w1

PLAN VIEW

10.

NOTES:

INDOOR INSTALLATION SHALL ONLY BE PERMITTED IN CASES
WHERE ADEQUATE SPACE FOR THE BACKFLOW PREVENTION
ASSEMBLY 15 NOT AVAILABLE OUTSIDE,

BACKFLOW PREVENTION ASSEMBLIES {BPA’s) SHALL CONFORM TQ
SPECIFICATIONS. SHUT-OFF VALVES ARE SPECIFIC TO EAGH APPROVED
BPA AND NQ SUBSTITUTIONS OF SHUT-OFF VALVES ARE PERMITTED,

FIRE LINE INSTALLATIONS SHALL HAVE QUTSIDE STEM AND YOKE
(OS&Y) HANDWHEEL OPERATORS, F SERVING FIRE SPRINKLERS,
TAMPER SWITCHES ARE REQUIRED.

ASSEMBLIES SHALL BE INSTALLED UPRIGHT AND IN THE
HORIZCNTAL POSITION,

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS & SPECIFICATIONS.

SUPPORT FOR ASSEMELY SHALL BE DESIGNED BY OWNER, & - 12"
SHALL BE SUPPORTED AT EACH VALVE.

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL

THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER,

EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A
CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS, REQUIRE PRIGR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

EXTERIOR REQUIRED BPA
BUILDING WALL ~ INSIDE
| VA4 v L2 74
ZONING I\ SEE NOTE #7 & #8
SETBACK
_umovm»iuu METER
LINE
w h. PUBLIC WATER
m MAIN
[s]
o

TYPICAL LOCATION REQUIREMENT
FOR INSIDE INSTALLATION
N.T.S.

NO SCALE

ETANOARD NO.
11

VERGION DATE

VERSION 8O,

DOUBLE CHECK VALVE ASSEMBLY (DC)

21/2"-12" INDOOR

Town of Oriental

STANDARD DETAILS
BACKFLOW PREVENTION




VERLAIGH DUTE

NQ SCALE
STANDARD NG,
12

VERRCHNG
1.1

APPROVED BACKFLOW PREVENTION (BPA) ASSEMSLY

- TEST TEST TEST TEST
COCK#1 COCK#2 COCK#3 COCK #4

r v r _7_ [ M| [ |

[ ~ ] | ZaN|

#1 SHUT-OFF CHECK CHECK #2 SHUT-OFF
VALVE VALVE #1 VALVE #2 VALVE

IF APPLICABLE
REDUCE PRESSURE
RELIEF VALVE & CUTLET

TEST COCK LOCATION

Tawn of Orlental
STANDARD DETAILS
BACKFLOW PREVENTION




REDUCED PRESSURE

INGIP
SHUT-OFF VALVE #1 PRINGIPLE ASSEMBLY SHUT-OFF VALVE #2
CHECK VALVE #2
CHECK VALVE #1
STRAINER
_ RECOMMENDED _
_ ‘_- FLOW
REMOVABLE INSULATED ! = ﬁ
ENCLOSURE MEETING ASSE
1060 SPECIFICATIONS. I _
ENCLOSURE TO INCLUDE H
DRAIN PORT{S) PER _ _
REQUIREMENTS, “ _mwf_ﬁmﬂ “
_ , 2|2 OR RELIEF _
2= VALVE | TYPE K OR L COPPER TUBING
| Ny OUTLET _ PIPE. 1" MIN. GALVANIZED
SLOPE GROUND ﬁ | | _ STEEL PIPE OR SCH. 40 PVC
AWAY FROM PIPE WITH SCH. 80 PVC FITTINGS.
COVER {TYP.) b_.L | SEE NOTE #2
L
FL i1 | — il =11
== [=—= ==
N it afafuteial 7ttt Netutafetu n
MIN, 4 THICK
#67 WASHED
STONE OR
CONCRETE PAD
IF USING PVC PIPE -
VERTICAL BRACING
IS REQUIRED

IF USING PVC PIPE. HORIZGNTAL
BRACING |S RECOMMENDED.

NOTES:

BACKFLOW PREVENTION ASSEMBLIES {BPA's} SHALL CONFORM TO
SPECIFICATIONS, SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTIONS OF SHUT-OFF VALVES ARE FERMITTED.

PIPE MATERIAL AND FITTINGS SHALL BE AS $PECIFIED IN
STANDARDS & SPECIFICATIONS, IF USING PVC PIPE f FITTINGS,
VERTICAL SUPPORT IS REQUIRED AND HORIZONTAL BRACING (S
RECOMMENDED.

INSULATED ENCLOSURE SHALL BE AS SPECIFIED IN
ENCLOSURE INFORMATION - HEATED INSULATED ENCLOSURE IS
RECOMMENDED. NO INSULATION SHALL BE WRAPPED AROUND BPA.

ALL LCCATIONS FOR BPA'S REQUIRE , APPRQVAL AND MUST BE
OUTSIDE OF ZONING SET-BACK.

THERE SHALL BE NQ TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT, CONNECTION POINTS, OR
OTHER WATER-USING APPURTENANCES CONNEGTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS

REQUIRED BACKFLOW PREVENTER,

EACH REQUIRED BPA IS REQUIRED TC BE TESTED BY A
CERTIFIED TESTER PRIOR TO PLACING THE WATER

- SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS, REOUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

REQUIRED BPA
ABOVE GROUND
SEE CMV IRRIGATION
SERVICE STD. DETAILS
1 THRU 4 DATED
ZONING 6-18-2009 (OR LATER) FOR
SETBACK IRRIGATION BF OPTION

SEE

PROPERTY NOTE #4 & it5
LINE |/

pUBLIC ——

WATER
MAIN

ROAD RIW

TYPICAL LOCATION REQUIREMENT
FOR ASQVE GROUND INSTALLATION

N.T.S.

NO SCALE
ATANDARD NGO,

13

VERALCH DATE

WERAICH MO

2-13-15

5|

REDUCED PRESSURE PRINCIPLE
ASSEMBLY (RP) 3/4" - 1" ABOVE GROUND

Town of Odental

STANDARD DETAILS

BACKFLOW PREVENTION




SHUT OFF

VALVE #1

REMOVAALE INSULATED l_
ENCLOSURE MEETING ASSE
1080 SPECIFICATIONS,
ENCLOSURE YO INCLUDE

DRAIN PORT(S) PER CMU
REQUIREMENT.

STRAINER '\ﬂ

RECOMMENDED

SLOPE GROUND _
AWAY FROM
COVER (TYP.}

IF USING PVC PIPE,

" DOUBLE CHECK VALVE

ASSEMBLY

POINT

30" MAX.

VALVE

YERTICAL BRACING

IS REQUIRED

OR RELIEF

CHECK VALVE #1
CHECK VALVE #2

4™ MINIMUM
#6T WASHED
STONE OR
CONCRETE PAD

IF USING PVC PIPE, HORIZONTAL
BRACING IS RECOMMENDED.

3CH. 80 PVC FITTINGS.

.H{_umxo_m_.nov_umwﬂ._m_zm
u_um.4.§~2.0>_|<>z_Nmum._.mm_.
_u__umow.wOI.bn._ue.nv_vmg._.I
‘ SEE NOTE #2

NOTES:

BACKFLOW PREVENTION ASSEMBLIES (BPA's) SHALL CONFORM TO
SPECIFICATIONS, SHUT-OFF VALVES ARE SPECIFIC TO EACH APPROVED
BPA AND NO SUBSTITUTICNS OF SHUT-OFF VALVES ARE PERMITTED,

PIPE MATERIAL AND FITTINGS SHALL BE AS SPECIFIED IN
STANDARDS & SPECIFICATIONS.,

INSULATED ENCLOSURE SHALL BE AS SPECIFIED IN
ENCLOSURE INFORMATION - HEATED INSULATED ENCLOSURE 1S
RECOMMENDED. NQ INSULATION SHALL BE WRAPPED AROUND BPA.

ALL LOCATIONS FOR BPA'S REQUIRE APPROVAL AND MUST BE
OUTSIDE OF ZONING SET-BAGK.
THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED
BYPASS PIPING, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR
OTHER WATER - USING APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER AND ITS
REQUIRED BACKFLOW PREVENTER.
EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A
CERTIFIED TESTER PRIOR TO PLACING THE WATER
SYSTEM IN SERVICE.

ALL BACKFLOW PREVENTERS INTENDED FOR ADDRESSING
REQUIREMENTS. REQUIRE PRIOR APPROVAL

FROM THE APPROPRIATE

BACKFLOW INSPECTOR.

REQUIRED BPA

ABOVE GROUND
ZONING
SETBACK
SEE
NOTE# & %5

PROPERTY
LINE |/

PUBLIC —

WATER
MAIN

ROAD RIW

TYPICAL LOCATICN REQUIREMENT
FOR ABOVE GROUND INSTALLATION

NT.S.

NO SCALE
ETANDARD NG,

14

VEIRBICN DATE

DOUBLE CHECK VALVE ASSEMBLY

(DC) 3/4" & 1" ABOVE GROUND

Town of Orienlal

STANDARD DETAILS
BACKFLOW PREVENTION




